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LUMINARE ARM DESIGN BASE PLATE DESIGN
ARMLENGTH | (\elT0 0y LoRED) | | HElGHT | ARM GIRGLE (i
4 12" 30 12' MAX 11"
6' 18" 35 12' MAX 11.5"
8' 22" 35 15' 12.5"
10’ 26" 40 10' 12.5"
12' 30" 40 12' 13"
15' 36" 40 15' 13.5"
INSTALL TWIST-LOCK LUMINARE COBRA STYLE OR SHOE BOX
P.E. RECEPTACLE ARM LENGTH STYLE LED LUMINAIRE (*)

IN DESIGNATED POLE TOP

INSTALL STRAIN RELIEF
HOOK AS SHOWN ON DETAIL

—

SIZE AND DIMENSIONS 12"

(* FEET)

(*) = AS INDICATED ON PLANS. +
|

]

REINFORCED
HAND HOLE

ROADWAY

MOUNTING HEIGHT (%)

TYPICAL COBRA-HEAD POLE

6" OF
THREAD
(MIN)

TACK WELD

@ 1"
(12)

4)
| (12)

1 "
1 "
1 n

ANCHOR BOLT DETAIL

WASHER TO NUT

83/4“

[

@ 2"

DRILL 7/8" DIA.
(3) PLACES

0.25"x20" EYE BOLT

%" -10 BOLTS (3)

ARM FLANGE

~ BOLT PROJECTION

AS RECOMMENDED
BY MANUFACTURER

o
[32]
| —33" MINIMUM

EMBEDMENT
IN CONCRETE

GALV. STL. ANCHOR BOLTS
F1554 GRADE 36

GALV. STL. HEX NUTS
GALV. STL. LOCKWASHERS
GALV. STL. FLATWASHERS

B

NOT TO SCALE

MAST ARM

CONDUCTORS TO
LUMINAIRE

S.S. OR GALVANIZED

METAL POLE CAP

ALTERNATE
LOCATION

DOUBLE
NUTTED

KELLUM OR
OTHER
APPROVED
CONDUCTOR
STRAIN RELIEF

/

STRAIN RELIEF HOOK DETAIL

The selection and use of this
Standard Drawing, while
designed in accordance
with generally accepted

engineering principles and
practices, is the sole
responsibility of the user.

BUREAU OF TRANSPORTATION
CITY OF PORTLAND, OREGON

S iy M-

Chief Engineer

Standard Drawing Title

STREET LIGHTING
- COBRA-HEAD POLE
DETAILS

Note:

All material and workmanship shall be
in accordance with the City of Portland
Standard Construction Specifications.
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